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ELASTOMER #0: NEOPRENE IN ACCORDANCE WITH ASTM D2000.
3 BC X14 Al4 BI4 Cl2 FIT KI'l Z, WHERE X= REFERENCE DUROMETER TYPE "A", SEE P/N

AND Z:= SUFFIX REQUIREMENTS APPLICABLE TO ONLY AVAILABLE DUROMETERS OF THIS GRADE. 04-11-05| 00 NOT SCALE | THIRD ANGLE
ELASTOMER #1: NATURAL RUBBER IN ACCORDANCE WITH ASTM D2000. THIS DRAWING | PROJECTION ©—=—H
3 AA XI14 AI3 BI3 CI2 FIT KI'l Z, WHERE X=REFERENCE DUROMETER TYPE "A", SEE P/N REV. NOTICE. THIS ORAWING CONTAINS PROPRIETARY INFORMATION AND MAT
AND Z=SUFFIX REQUIREMENTS APPLICABLE TO ONLY AVAILABLE DUROMETERS OF THIS GRADE. 04 |or'st eco row'sat ofcspuost T 45 AUTGRI 22 o1 £,
STEEL TUBE: AISI-SAE 1018-1020 STEEL OR EQUIVALENT.
CASE HARDENED TO 50-60 ROCKWELL "C". 0.02" DEEP MIN. | SOLATOR, BUSHlNGm
2. PLATING: STEEL TUBE MUST BE PLATED ZINC (0.00015/0.0003" THICK) AND YELLOW DICHROMATE TO WITHSTAND AT LEAST ToLerances ™01 "o A IINCH My
96 HOURS OF SALT SPRAY TO RED RUST WHEN TESTED PER ASTM DII7. pirle Drummel Ave. | bcioo| 5100 SweeT ot
3. DIMENSIONING AND TOLERANCING PER ASME YI4.5M-1994 STANDARD. 1L 60007.2108 " | ANGzxI of 211.500

REV DATE CHANGE DESCRIPTION ENGR
01]04-11-05 INITIAL RELEASE FA
02]05-27-05 P/N WAS 5145-060 FA
03][06-01-05|ADDED CASE HARDENING FOR STL TUBE| FA
04103-19-07 UPDATED FORMAT EL
o
o
-—
Lo
RADIA PECIFICATION FLASTOMER AND COLOR CODE SPECIELCATIONS
MAX. RECOMMENDED COLOR CODE
RADIAL COMPRESS ION RADIAL STIFFNESS PART NO. ELASTOMER | COLOR CODE ME THOD
PART NO. (Ibs/i
s/in)
LOAD (Ibs)| DEF. Cin) 5100-060 0 NONE N/A
5100-060 520 0.025 21000 £ 15% 5100-160 | NONE N/A
5100-160 520 0.025 21000 £ 15%
NOTES:
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SECTION X-X
NOTES:
I. MATERIAL:

ELASTOMER #1:

NATURAL RUBBER IN ACCORDANCE WITH ASTM D2000.

3 AA XI14 AI3 BI3 CI2 FIT KI'l Z, WHERE X=REFERENCE DUROMETER TYPE "A", SEE P/N

REV DATE CHANGE DESCRIPTION ENGR
01]08-31-06 INITIAL RELEASE FA
02]05-15-07 UPDATED FORMAT EL

SCALE 1.000

FLASTOMER AND COLOR CODE SPECIFICATIONS

COLOR CODE
PART NO. ELASTOMER | COLOR CODE NETHOD
5110-150 | NONE N/A
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AND Z=SUFFIX REQUIREMENTS APPLICABLE TO ONLY AVAILABLE DUROMETERS OF THIS GRADE. BUSHING. RADIAL
METAL INSERT: AISI-SAE 1010-1030 STEEL OR EQUIVALENT, J —
2. PLATING: STEEL INSERTS MUST BE PLATED ZINC 0.0003" MIN. THICK AND YELLOW DICHROMATE ToLERANcEs |70 - "o A IINCH My
TO WITHSTAND AT LEAST 96 HOURS OF SALT SPRAY TO RED RUST WHEN TESTED PER ASTM DIIT. prale Drummel Ave. | bE 00 510 iy e
3. DIMENSIONING AND TOLERANCING PER ASME Y14.5M-1994 STANDARD. 1L 80007:2108 ' | Awo=:l” | of | 500

2









